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(d) Ticket agent has the meaning as-
cribed to it in 49 U.S.C. 40102(40). 

§ 258.4 Unfair and deceptive practice. 
The holding out or sale of scheduled 

passenger air transportation that in-
volves change-of-gauge service is pro-
hibited as an unfair or deceptive prac-
tice or an unfair method of competi-
tion within the meaning of 49 U.S.C. 
41712 unless, in conjunction with such 
holding out or sale, carriers and ticket 
agents follow the requirements of this 
part. 

§ 258.5 Notice requirement. 
(a) Notice in schedules. Carriers hold-

ing out or operating change-of-gauge 
services to, from, or within the United 
States shall ensure that in the written 
and electronic schedule information 
they provide to the public, to the Offi-
cial Airline Guide and comparable pub-
lications, and to computer reservations 
systems, these services are shown as 
requiring a change of aircraft. 

(b) Oral notice to prospective con-
sumers. In any direct oral communica-
tion with a consumer in the United 
States concerning a change-of-gauge 
service, any carrier or ticket agent 
doing business in the United States 
shall tell the consumer before booking 
scheduled passenger air transportation 
to, from, or within the United States 
that the service requires a change of 
aircraft en route. 

(c) Written notice. At the time of sale 
in the United States of transportation 
that includes a change-of-gauge service 
to, from, or within the United States, 
or, if no ticket is issued, no later than 
the time when the passenger checks in 
at the airport for the first flight in an 
itinerary that includes such a service, 
the selling carrier or ticket agent shall 
provide the following written notice: 

NOTICE: CHANGE OF AIRCRAFT REQUIRED 

For at least one of your flights, you must 
change aircraft en route even though your 
ticket may show only one flight number and 
have only one flight coupon for that flight. 
Further, in the case of some travel, one of 
your flights may not be identified at the air-
port by the number on your ticket, or it may 
be identified by other flight numbers in addi-
tion to the one on your ticket. At your re-
quest, the seller of this ticket will give you 
details of your change of aircraft, such as 

where it will occur and what aircraft types 
are involved. 

§ 258.6 Effective and compliance dates. 
(a) This Part is effective as of August 

25, 1999. 
(b) Compliance with the following 

sections is mandatory as of August 25, 
1999: § § 258.1, 258.2, 258.3, 258.4, 258.5(a), 
258.5(b), and 258.6. 

(c) Compliance with § 258.5(c) is man-
datory as of March 15, 2000. 

[64 FR 46821, Aug. 27, 1999] 

PART 259—ENHANCED PROTEC-
TIONS FOR AIRLINE PAS-
SENGERS 

Sec. 
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259.5 Customer Service Plan. 
259.6 Posting of contracts of carriage, 

tarmac delay contingency plans and cus-
tomer service plans on websites. 
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cancellations, and diversions. 

AUTHORITY: 49 U.S.C. 40101(a)(4), 40101(a)(9), 
40113(a), 41702, and 41712. 

SOURCE: 74 FR 69002, Dec. 30, 2009, unless 
otherwise noted. 

§ 259.1 Purpose. 
The purpose of this part is to miti-

gate hardships for airline passengers 
during lengthy tarmac delays and oth-
erwise to bolster air carriers’ account-
ability to consumers. 

§ 259.2 Applicability. 
This part applies to all the flights of 

a certificated or commuter air carrier 
if the carrier operates scheduled pas-
senger service or public charter service 
using any aircraft originally designed 
to have a passenger capacity of 30 or 
more seats, and to all flights to and 
from the U.S. of a foreign carrier if the 
carrier operates scheduled passenger 
service or public charter service to and 
from the U.S. using any aircraft origi-
nally designed to have a passenger ca-
pacity of 30 or more seats, except as 
otherwise provided in this part. This 
part does not apply to foreign carrier 
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charters that operate to and from the 
United States if no new passengers are 
picked up in the United States. 

[Docket No. DOT–OST–2010–0140, 76 FR 23163, 
Apr. 25, 2011] 

§ 259.3 Definitions. 

Certificated air carrier means a U.S. 
carrier holding a certificate issued 
under 49 U.S.C. 41102 to conduct pas-
senger service or holding an exemption 
to conduct passenger operations under 
49 U.S.C. 41102. 

Commuter air carrier means a U.S. car-
rier that has been found fit under 49 
U.S.C. 41738 and is authorized to carry 
passengers on at least five round trips 
per week on at least one route between 
two or more points according to a pub-
lished flight schedule using small air-
craft as defined in 14 CFR 298.2. 

Covered carrier means a certificated 
carrier, a commuter carrier, or a for-
eign air carrier operating to, from or 
within the United States, conducting 
scheduled passenger service or public 
charter service with at least one air-
craft having a designed seating capac-
ity of 30 or more seats. 

Foreign air carrier means a carrier 
that is not a citizen of the United 
States as defined in 49 U.S.C. 40102(a) 
that holds a foreign air carrier permit 
issued under 49 U.S.C. 41302 or an ex-
emption issued under 49 U.S.C. 40109 
authorizing direct foreign air transpor-
tation. 

Large hub airport means an airport 
that accounts for at least 1.00 percent 
of the total enplanements in the 
United States. 

Medium hub airport means an airport 
accounting for at least 0.25 percent but 
less than 1.00 percent of the total 
enplanements in the United States. 

Non-hub airport means an airport 
with 10,000 or more annual 
enplanements but less than 0.05 percent 
of the country’s annual passenger 
boardings. 

Small hub airport means an airport ac-
counting for at least 0.05 percent but 
less than 0.25 percent of the total 
enplanements in the United States. 

Tarmac delay means the holding of an 
aircraft on the ground either before 

taking off or after landing with no op-
portunity for its passengers to deplane. 

[Docket No. DOT–OST–2010–0140, 76 FR 23164, 
Apr. 25, 2011] 

§ 259.4 Contingency Plan for Lengthy 
Tarmac Delays. 

(a) Adoption of Plan. Each covered 
carrier shall adopt a Contingency Plan 
for Lengthy Tarmac Delays for its 
scheduled and public charter flights at 
each U.S. large hub airport, medium 
hub airport, small hub airport and non- 
hub airport at which it operates or 
markets such air service and shall ad-
here to its plan’s terms. 

(b) Contents of Plan. Each Contin-
gency Plan for Lengthy Tarmac Delays 
shall include, at a minimum, the fol-
lowing: 

(1) For domestic flights, assurance 
that the covered U.S. air carrier will 
not permit an aircraft to remain on the 
tarmac for more than three hours be-
fore allowing passengers to deplane un-
less: 

(i) The pilot-in-command determines 
there is a safety-related or security-re-
lated reason (e.g. weather, a directive 
from an appropriate government agen-
cy) why the aircraft cannot leave its 
position on the tarmac to deplane pas-
sengers; or 

(ii) Air traffic control advises the 
pilot-in-command that returning to the 
gate or another disembarkation point 
elsewhere in order to deplane pas-
sengers would significantly disrupt air-
port operations. 

(2) For international flights operated 
by covered carriers that depart from or 
arrive at a U.S. airport, assurance that 
the carrier will not permit an aircraft 
to remain on the tarmac at a U.S. air-
port for more than four hours before al-
lowing passengers to deplane, unless: 

(i) The pilot-in-command determines 
there is a safety-related or security-re-
lated reason why the aircraft cannot 
leave its position on the tarmac to 
deplane passengers; or 

(ii) Air traffic control advises the 
pilot-in-command that returning to the 
gate or another disembarkation point 
elsewhere in order to deplane pas-
sengers would significantly disrupt air-
port operations. 

(3) For all flights, assurance that the 
carrier will provide adequate food and 
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